Datasheet

Patch Cord Cat.6,U/UTP,4P,LSZH, R})45/u-

RJ45/u, Blue.

O

(Photo for reference only)

TECHNICAL DATA

DESCRIPTION

Standard / norm

Protection class IP

PoE

Connector class

Shielding connector (A/B)
Connector type (A/B)
Category connector (A/B)
Cable type

Cable category

Shielding

Jacket material

Cable jacket characteristics

Cable overall diameter
Conductor

Number of wires
Stranding

Wire type

Color
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DESCRIPTION: cable identification U/UTP Outer jacket: LSZH

Conductor diameter copper strand: AWG 24/7 Screened in pairs: no Outer

diameter: max. 6.0 mm

VALUE/VALUERANGE

Compliant with Cat. 6 Class E (250 MHz) requirements: ISO/IEC 11801

IP 20

Yes

connector

unshielded

RJ45

Cat. 6

Patch cord, polarity A-B
Cat. 6

uU/uUTP

LSZH

Cable, metal-free
Zero-halogen

6.0 mm

AWG 24/7

8

4 x 2 pairs
stranded wire

Blue
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Datasheet
PatchCord Cat.6,U/UTP,4P,LSZH, R}J45/u-

RJ45/u, Blue.

PART NUMBER

P/N Description
196168 Cat6 UTP Patchcords, 1M, LSZH, Blue
196111 Cat6 UTP Patchcords, 2M, LSZH, Blue
196112 Cat6 UTP Patchcords, 3M, LSZH, Blue
196113 Cat6 UTP Patchcords, 5M, LSZH, Blue
196970 Cat6 UTP Patchcords, 10M, LSZH, Blue
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